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Mitutoyo operates a policy of continuous improvement that aims to provide the customer with the benefit of the latest technological advances.
Therefore the company reserves the right to change any or all aspects of any product specification without notice.

Can Seam Micrometers 
SERIES 147

DIMENSIONS

 Unit: mm

Inch
Order No. Graduation Accuracy
147-104

0 - .5" .001” ±.00015"
for steel cans

147-106 for aluminum cans
147-201 for spray cans

SPECIFICATIONS
Metric

Order No. Graduation Accuracy
147-103

0 - 13mm 0.01mm ±3µm
for steel cans

147-105 for aluminum cans
147-202 for spray cans

147-103

Technical Data
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Wire Micrometers
Series 147 

DIMENSIONS

 Unit: mm

Technical Data 
Flatness: 0.6µm/.000024”
Parallelism: 1.3µm/.00005”

147-401

Micrometer
The origin of Mitutoyo’s trustworthy brand of small tool instruments
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SPECIFICATIONS
Metric

Order No. Graduation Accuracy
147-401 0 - 10mm 0.01mm ±3µm

Inch
Order No. Graduation Accuracy
147-402 0 - .4" .0001” ±.00015"

Hub Micrometers
SERIES 147

a bore. measuring force. 

DIMENSIONS

 Unit: mm

h3

h1
h2

H

Inch
Order No. Graduation Accuracy
147-351 0 - 1"

.001”
±.0001"147-352 1" - 2"

147-353 2" - 3"
147-354 3" - 4" ±.00015"

SPECIFICATIONS
Metric

Order No. Graduation Accuracy
147-301 0 - 25mm

0.01mm
±2µm147-302 25 - 50mm

147-303 50 - 75mm
147-304 75 - 100mm ±3µm

147-301
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Technical data 
Flatness: 0.6µm/.000024”  

 *fraction rounded up

(except for measuring range 0-25mm (0-1") models)
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